








SISTORE AX – high-quality,
feature-rich compact unit
for retail applications

SISTORE AX offers all the advantages of digital video monitoring in a single compact unit. Specifically designed for smaller
applications, with up to 16 connected cameras per unit, SISTORE AX is optimal for use in the retail sector including direct
connection of ATM or cash registers. All models offer an integral front panel keyboard and certain models even include
speed dome control. Remote access via a network is possible utilising the included network-viewing software. SISTORE AX
can be connected to intrusion detectors, linking to alarm systems and also to a SiPass Entro Lite access control system to
enable a fully integrated security system. SISTORE AX is particularly simple to operate, with access to recorded images via
the easy to use search functions ensuring you get exactly the images you need. www.siemens.com/sistoreax

Answers for infrastructure.
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Aberration
Is a term from optics that refers to anything affecting the quality of 
the image in regards to the original scene.

Absorption
Parts of a video signal are absorbed by the material, e.g. by a fibre 
cable. Therefore the transmission distance is not infinite.

AC
Alternating current. Mains power is alternating current. Current 
voltages are 24 VAC, 115 V AC or 230 V AC.

Activity Detection
Is a feature built into equipment for detecting movement within the 
camera field of view, which is then used to improve the cameras 
recording update rate.

ADC
Analogue to digital conversion is usually the first stage of an elec-
tronic device that processes signals into a digital format. The signal 
can be video, audio, control output or similar.

AES
Automatic electronic shutter – See “Shutter”.

AGC
Automatic Gain Control is the electronic circuitry in a camera that is 
used to increase the video signal and becomes operational when the 
light level is low. This usually introduces 'noise' in the picture giving a 
grainy appearance.

AI
Automatic iris – See “Auto iris”.

Alarm Input
Is an equipment connection, which allows external alarms like PIRs, 
reed switches, etc. to be connected to CCTV equipment so that a 
nominated camera is switched on when an alarm input signal is 
received by the receiver.

ALC
Automatic Light Compensation is a setting in an auto iris lens to con-
trol the iris opening. It can be adjusted between peak and average to 
respond to the bright part of the scene (peak setting) or the average 
value of the video signal (average setting).

Algorithms
Are complex mathematical formulae or rules used to solve problems. 
In CCTV, they are used to achieve digital compression of a video pic-
ture.

Ampere
Unit symbol A. Is the unit to measure electric currents.

Amplitude
The amplitude refers to the level of the video signal at a point and is 
measured in volts.

Analogue Signal
In video, the analogue signal represents the camera scene in the 
form of varying voltage levels in the video signal, the voltage being 

directly proportional to the light level.
Angle of Refraction
The angle of refraction is the deflection of light when it travels from 
one medium into another.

Angle of View
Represents the area of the scene (maximum horizontal and vertical 
angle) that can be seen through a lens. It is measured in degrees.

Aperture
The lens aperture dictates the amount of light reaching the surface 
of the CCD. The size of the aperture is controlled by the iris adjust-
ment, by increasing the f-stop number (F1.4, F1.8 etc.) less light is 
passed by the lens to the CCD.

Archive
The term archive is used for long term off line storage. In digital sys-
tems, pictures are generally archived onto some form of hard disk.

ASCII
This is an internationally acknowledged character set standard.

Aspect Ratio
This is the ratio between the horizontal and the vertical lengths of 
the image. The aspect ratio for NTSC and PAL systems is 4:3, which 
means 4 horizontal units by 3 vertical units.

Aspherical Lens
Using an aspherical surface these types of lenses are more difficult 
and more expensive to manufacturer. They are, however, fewer lens 
aberrations to correct for with an aspherical lens.

Asynchronous data transmission
Stands for a transmission technique that uses control bits in the 
video line to ensure correct transmission.

Attenuation
The decrease or loss in magnitude of a wave, or a signal, as it travels 
through a medium or an electrical system. Attenuation is measured 
in decibels (dB).

Auto Balance
Is a system of detecting and automatically correcting errors in the 
amplitude of colour signals.

Auto Iris (AI)
A lens with an auto iris can automatically adjust to correct the 
amount of light that is passed to CCD of a camera. There is a tiny 
motor and amplifier built into the lens body, which receives a control 
signal from the camera to maintain a constant one volt peak to peak 
video level. There are two manual controls on the lens to compen-
sate for varying conditions of 'peak' and 'average' light.

Auto Pan
Is a feature of a pan/tilt or pan only head which allows the head to 
continuously move (pan) left and right between two fixed points. 
These fixed points can be set by adjusting the limit switches in the 
head.
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Average Video Signal
Represents the average light level of the whole picture used to open 
or close the automatic iris in the lens.

AVG
Alphanumeric Video Generator is a device for providing additional 
information, normally superimposed on the picture being displayed. 
This can range from one or two characters to full screen alphanu-
meric text. Such generators use the incoming video signal sync 
pulses as a reference point for the text insertion position, which 
means if the video signal is of poor quality, the text will also be of 
poor quality.

Back Light Compensation (BLC)
Special feature of video cameras. Prevents the effect that everything 
appears dark in front of a bright object (e.g. a window).

Back Focus
The back focus is a procedure of fine mechanical adjustment in the 
camera, which moves the CCD or the lens mount to compensate for 
different back focal lengths of different lenses.

Backlash
An error present in a pan/tilt head due to the play in the mechanical 
components like gears, pulleys etc. This results in the pan/tilt head 
not stopping instantaneously. This error is critical in preset PTZ cam-
eras and is measured in degrees.

Back Porch
The back porch is the portion of a video signal that occurs during 
blanking from the end of the horizontal sync to the beginning of 
active video. It is also the blanking signal portion that lies between 
the trailing edge of a horizontal sync pulse and the trailing edge of 
the corresponding blanking pulse. The colour burst is located on the 
back porch.

Balanced Signal
In CCTV this refers to the transmission of a video signal through a 
twisted pair cable. It is called balanced because the signal travels 
through both cables, using opposing polarities to help reduce any 
losses due to interference.

Balun
A balun is a device used to match or transform an unbalanced coax-
ial cable to a balanced twisted pair system.

Bandwidth
Is the range of frequencies which pass through an electronic amplify-
ing, processing or transmission equipment without attenuation or 
loss.

Barrel Distortion
Is a distortion in the monitor due to non uniform scanning which 
causes the image to bulge outward like a barrel.

Baud
The term baud is used to express the data exchange rate, typically 
the baud settings of two devices must match if the devices are to 
communicate with one another.

Beam Angle
Is the angular beam width of a conical beam of light and is measured 
in degrees.

Bifurcator
An adapter used to split a loose tube containing two optical fibres 
into two single fibre cables.

B-ISDN
Broadband Integrated Services Digital Network. An improved ISDN 
composed of an intelligent combination of more ISDN channels into 
one that can transmit more data per second.

Bitmap
A bitmap is a pixel by pixel description of an image each pixel is a 
separate element.

Black Burst
A composite colour video signal. The signal has composite sync, ref-
erence burst and a black video signal, which is usually at a level of 
7.5 (50 mV) above the blanking level.

Black Level
It electronically represents the black part of an image corresponding 
to approximately 0.3 volts.

Blanking Pulse
Is a black pulse added during the fly back period to make the video 
signal invisible on the screen.

BNC Connector
Is a type of connector used to interconnect two coaxial cables or con-
nect a cable with other CCTV components.

Bridging Switcher
Is a type of sequential switcher which has two outputs. The sequenc-
ing output sequences all the camera inputs whereas the other out-
put is a spot output where any camera can be called up for extended 
viewing.

Brightness
Represents the intensity of illumination of the reproduced picture.

Brightness Control
Is a control in the monitor which does not change the amplitude of 
the video signal but increases or decreases the illumination of the 
phosphors on the screen.

Broadcasting Camera
Is a high-quality camera using three CCD chips. It is used extensively 
in the Broadcasting professional industry.

C-mount
Is a lens mount with 17.526 mm back flange. The back flange is the 
distance between the lens mounting surface and the CCD chip. Cam-
eras with CS-mount need a special adapter ring to be used with 
C-mounted lenses (supplied with every camera).
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Cable Compensated Amplifier
High-frequency video signals are attenuated when transmitted 
through cables. A cable compensated amplifier boosts the high-fre-
quency signals depending upon the cable distance. This ensures 
minimum video loss.

Cable Core
Is the central part of the cable which actually carries the video, con-
trol or power signals. It can be made up of a single conductor (solid 
core) or a number of electrical wires.

Cable Jacket
Is the outer protective coating which covers the core of the cable.

Cable Tray
Is a long tray installed in many sites which allows cables to be eco-
nomically laid out.

Camera
Is an electronic device which converts light into an electrical signal.

Camera Controller
Controls the different functions of a pan/tilt head and the zoom lens. 
It is also known as the PTZ controller.

Candela
Is a new unit which replaces the candle and is a measurement of 
luminous intensity.

Cathode Ray Tube (CRT)
Is a tube in the monitor containing a heated cathode which emits a 
beam of electrons focused on a phosphor coated surface. The sur-
face glows depending upon the intensity of the beam. The deflection 
circuitry in the tube controls the movement of the beam.

CCD
Charge Coupled Device is a solid state device in a camera that con-
verts light falling on it into an electrical signal.

CCD Iris
Is a feature in modern CCD cameras by which the iris function is per-
formed by the CCD chip itself. This eliminates the need for an auto 
iris lens. The CCD iris can handle minor light fluctuations only and 
therefore is not recommended for most outdoor applications.

CCIR
International Radio Consultative Committee recommends a format 
of 625 lines per frame and a transmission speed of 25 frames per 
second.

CCTV
Closed Circuit Television

Channel Separation
When signals are multiplexed at different frequencies for transmis-
sion, then the separation between these frequencies is called chan-
nel separation. Poor separation can lead to cross talk.

Chassis
Is used as a carrier for a certain number of slide-in modules. A power 
supply in the chassis ensures power for the modules. The CCTV chas-
sis fit the industry 19" standard.

Chromatic Aberration
Is an error in lenses which causes the focal point to be scattered. This 
occurs because different wavelengths of light bend differently 
through a lens. A combination of lenses are required to minimise this 
error.

Chrominance Signal
Is that part of the video signal which contains the colour information.
In S-VHS, this signal is transmitted along a separate cable. In a com-
posite video signal, the chrominance signal is multiplexed at a higher
frequency and sent along the same cable.

Colour Stripe Filter
This type of filter is placed in front of a colour CCD chip. It breaks up 
light into the basic colours – red, green and blue which are then 
directed to separate pixels in the CCD chip.

Common Sync
Is a device used to synchronise cameras. It generates synchronising 
pulses that are sent to all cameras connected to it by coaxial cable.

Generator
Composite video is a standard signal format in CCTV which contains
the video signal, the horizontal and vertical sync pulses and the
blanking pulses.

Concave
Is a type of optical lens in which the light rays passing through it are 
made to diverge by the inward bulge of the glass surface.

Conduit
Is a plastic or metallic tube which is used to conceal, protect or 
secure cables.

Connector
Is a device used to interconnect cables or connect cables to various 
equipment.

Contrast
Is the difference in the intensity between the black parts and white 
parts of the picture on the monitor.

Contrast Control
Is a control in the monitor which changes the contrast by increasing
or decreasing the amplitude of the video signal.

Covert
Is a mode of CCTV surveillance in which the camera and lens are hid-
den and cannot be seen.

Convex
Is a type of optical lens in which the light rays passing through it are
made to converge by the outward bulge of the glass surface.
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Crimping
Is a process of connecting a cable to a connector without screwing or 
soldering using a special tool. In crimping a BNC connector, the cen-
tre pin of the connector is uniformly pressed against the cable core. 
To ensure a proper connection, a good crimping tool is needed.

Cross Talk
Is the noise generated by the interference between adjacent (in 
terms of signal frequency) video, audio or data channels in a multi-
plexed signal.

CS-Mount
Is a lens mount with 12.5 mm back flange. The back flange is the dis-
tance between the lens mounting surface and the CCD chip. Cameras 
with CS-mount need a special adapter ring to be used with 
C-mounted lenses (supplied with every camera).

DC
Direct Current

Decibels
Is a logarithmic ratio used to compare characteristics of electrical sig-
nals.

De-multiplexing
Is the process of separating the different video, audio or data chan-
nels which were multiplexed at the source.

Depth of Field
Is the distance between the nearest and furthermost points of the 
scene which appear in sharp focus. It is dictated by the F-stop and 
focal length of the lens.

Dielectric
Is a material which insulates the solid centre core of a coaxial cable 
from the screen. The thickness of the dielectric affects the impedance 
of the cable.

Dome
Is a type of camera kit, inside a housing made of smoked or tinted 
plastic. It is excellent for discreet surveillance and is supplied with 
inbuilt pan/tilt heads and zoom lens mechanisms.

DSP Chip Digital Signal Processing Chip
Is a solid state device which converts an analogue video signal into a 
digital video signal. It is used in digital cameras and also in computers 
to digitise video images.

Duplex
Is a system which can handle simultaneously two channels of video, 
audio or data signals.

Dwell Time
Is a feature in a switcher. It is the time period a picture from a given 
camera remains on the monitor before being replaced by a picture 
from the next camera. Switchers may have fixed or programmable 
dwell times.

EASS Electronic Surveillance System
It is used in retail shops to electronically tag the article merchandise to 
prevent shop thefts. A CCTV system can be interfaced with an EASS 
system so that the appropriate camera is switched on when an of-
fence occurs.

EIA
Is a scanning method specified by the Electrical Industry Association. 
RS-170 is the standard for monochrome and RS-170A is the standard 
for colour.

Electrical Filter
Is a type of electrical circuitry designed to limit transmission of cer-
tain frequencies.

Electron Beam
Is a concentrated flow of electrons in a nominated direction. 

Electronic Shutter Speed
See Shutter Speed.

EMI Electro Magnetic Interference
Is interference which is usually caused by any electrical equipment 
radiating electro magnetic frequencies.

Ergonomics
Is the study of man, machine and the environment to achieve maxi-
mum efficiency.

Event Recorder
Is a type of recorder that is normally maintained in pause mode and 
starts recording only when activated by an alarm.

Extruded Aluminium
Is aluminium processed through a die and shaped for use to construct 
housings for CCTV applications.

Extruded Plastic
Is a process in which smoked or tinted plastic is processed and shaped 
to construct dome housings.

F-stop
Is the ratio between the focal length of the lens and the effective 
diameter of the iris opening. It indicates the light gathering ability of 
the lens.

Fence Protection System
Is a type of sensor installed on or around the perimeter fence in a site 
to detect any intrusion. There are many types of fence protection sys-
tems available. In CCTV it can be interfaced with a switcher or similair 
piece of equipment to switch a nominated camera for extended view-
ing.

Fibre Optics
Is a method of modulating video, audio or data with a light beam and 
transmitting it along a glass core.

Field
Is one half of a frame and consists of 312.5 (PAL) and 262.5 (NTSC)
lines. Odd and even fields are combined to form a single frame.
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Field of View
Is the height and width of the view that can be seen through a lens.

Fixed Lens
Is a lens with a fixed focal length. A wide range of fixed lens are 
available to suit different applications eg 2.6 mm, 4.8 mm, 8 mm, 
16 mm, 25 mm and 75 mm etc.

Flexible Conduit
Is a flexible PVC conduit which is used at the camera point to enclose 
loose cables between the camera and the junction box or wall.

Fluorescent Lamp
Is a type of artificial light source in which the mercury vapour gener-
ated by a low wattage arc strikes the phosphor material to emit light. 
It is popular in indoor applications.

Fly Back Period
Is the time taken to move from the end of a field, frame or line to the 
start of the next field, frame or line. It is also called the retrace 
period.

Focal Length
Is the distance between the optical centre of a lens and the point of 
focus. It is usually measured in mm.

Focus Ring
Is a ring on a lens which is rotated to obtain correct focus.

Frame Interline Chip
Is a type of CCD chip which is expensive to manufacture and is cur-
rently used in Broadcasting video cameras. It overcomes many short-
comings of the existing CCD chips used in CCTV cameras.

Frame Switching
Is a process used in multiplexers or multi-recorders in which a frame 
is picked up from each camera in turn.

Frame Store
Is an electronic device used to capture and digitally store a video 
image. It can be an independent unit or inbuilt in other equipment 
like fast scan video transmitters or video motion detectors.

Frame Transfer Chip
Is a type of CCD chip in which the pixels have a dual role of sensing 
the light and transferring the charge. This causes picture smearing, a 
major shortcoming of this chip.

Frame
Is the basic unit of a moving picture. A frame contains 625 lines 
(PAL) or 525 lines (NTSC).

FSK
Frequency shift keying – technology to transmit digital information 
over a telephone line. The information is translated into an audible 
signal.

Galvanometer
Is a type of auto iris lens in which the DC motor drive is contained in 
the camera rather than in the lens. This lens is cheaper but it cannot 
be used with cameras which do not have this inbuilt DC motor drive.

Gamma Correction
Is a correction built into the camera to adjust for the brightness char-
acteristics of the monitor. The gamma value ranges from 0.45 to 1.0.

Geometric Distortion
Is an error which causes the reproduced picture to be geometrically 
different from the original picture.

Ground Loop Current
Is an AC current produced in a video cable when the two ends of the 
cable do not have the same ground potential.

Ground Loop Insulator
Is an isolation transformer which can eliminate ground loop currents 
by removing any direct connection between the inputs and outputs.

GUI Graphical User Interface
Interfaces the computer with the matrix switcher. Hot areas on the 
computer screen can be programmed to activate a matrix switcher, 
VCR etc. It helps in making the CCTV system more user-friendly.

Halogen Lamp
Is a type of incandescent lamp with a good spectral response. It is 
used in flood lighting of sports stadiums.

Hertz
Is a unit of measuring frequency. 1 Hertz = 1 cycle per second.

Horizontal Resolution
Is the number of vertical lines which can be resolved in a picture. It 
depends upon the number of pixels in a chip.

Horizontal Shift Register
Is a part of the CCD chip to which the charge from the pixels is trans-
ferred line by line. This charge is then converted into an analogue 
video signal.

Illuminance
Is the amount of luminous flux falling on a surface area and is mea-
sured in lux.

Image Intensified Camera
Is a type of camera coupled with an image intensified tube which 
generates additional photons. This tube allows the camera to be 
used in low light areas.

Image Intensifier
Is a device which intensifies light by using light sensitive phosphor 
screens. It is used to improve camera performance under low light 
conditions.

Impedance
Is the input and output characteristic of any electrical system and is 
measured in Ohms. For maximum signal transfer, the input and out-
put impedance should be the same. CCTV systems have a 75 Ohm 
impedance.
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Incandescent Light
Is a type of artificial light source invented by Thomas Edison in 1862. 
It has a good spectral response but low life and efficiency.

Index of Refraction
Is a ratio between the angle of incidence to the angle of refraction of 
light. It depends upon the density of a medium. A denser medium 
will have a higher index of refraction and will also bend the light 
more.

Infrared Detector
Can be used in conjunction with a CCTV system to switch the rele-
vant camera on to the monitor in event of an activation.

Infrared Link
Transmission medium in which video, data or audio are modulated 
with infrared light and then transmitted via free space to a receiver 
in a remote location.

Infrared Radiation
Is electromagnetic radiation with a wavelength of more than 750 na-
nometers. It is not visible to the human eye.

Interference
Is external energy which interferes with an electrical signal causing 
picture distortions.

Interlacing
Is the process of combining even and odd fields to form a frame.

Interline Transfer Chip
Is a type of chip used in most of the current CCTV cameras as the 
charge read out method is more efficient than a frame transfer CCD 
chip. Vertical streaking and small pixel size are some of the short-
comings.

Iris
The part of a lens that can be adjusted to vary the amount of light 
passing through the lens and falling on the CCD chip.

Iris Plug
Push in connector which connects the camera to an auto iris lens to 
provide power to the iris motor and to send the video signal which 
controls the iris opening.

ISDN
Integrated Services Digital Network is a type of telephone network 
which is used to connect networks remotely.

Joystick Controller
Is a control device in the form of a stick in a PTZ controller used to con-
trol the pan, tilt and zoom movement of a pan/tilt head or dome.

Junction box
Empty box (mostly weatherproof) to be mounted close to the elec-
tronic device. Simplifies cabling and may contain a twisted pair 
transmitter, PSU etc.

LAN
Local Area Network connects different computers so that they can 
communicate with each other. Different connection protocols are 

possible.

LD
Laser diode is a type of light source which generates a single fre-
quency in the high end of the infrared spectrum and has a band-
width of 1000 MHz. It is used in fibre optics and infrared links.

LED
Light Emitting Diode is a type of light source which generates an 
infrared frequency when stimulated by electricity. It is used in fibre 
optics, infrared links and as an infrared light source for monochrome 
cameras.

Lens Calculator
Is a calculator provided by many lens manufacturers to help calculate 
the focal length of the lens that will provide the required image.

Lens Hunting
Is a problem where the iris is continually opening and closing. Using 
the ALC adjustment in the lens, this should rectify the problem.

Lens Mount
See C-mount or CS-mount.

Light
Is electromagnetic radiation between 400 nm and 750 nm which is 
detectable by the human eye.

Light Sensor (photocell)
Is a device which is activated by a present amount of light falling on 
it. It can be used to switch infrared illuminators On/Off.

Limit Switch
Is a device placed inside or outside the pan/tilt head and used to limit 
the angles of pan and tilt.

Line
Is the basic unit of a frame or field containing the charge which is pro-
portional to the light falling at various points on the scanning line.

Looping Switcher
Is a type of switcher with looping outputs. These outputs allow the 
camera to be connected to another device without affecting the 
usage of the switcher.

Lumen
Is a measurement of light which indicates the amount of light radi-
ated by a one candela light source.

Luminance Signal
Is that part of the video signal which contains the information on the 
brightness of the picture.

Lux
Is an international unit of illumination. It is the amount of uniform 
light falling on an area of 1 square metre and is measured in lumen 
per sq metre.
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Magnification Ratio
Is the ratio between the focal length of a lens and the focal length of 
a standard angle lens. It indicates the magnification of the image on 
the monitor as compared to the image seen by a standard angle lens.

Matrix Switcher
Is a type of switcher which allows a single input to be switched to 
many outputs. Matrix switchers are used in large CCTV systems and 
have many powerful features.

Mercury Vapour Lamp
Is a popular type of artificial light source which emits a blue-white 
light. Used extensively for commercial lighting.

Microwave Links
Is a type of transmission medium in which video, data or audio is 
modulated with a microwave frequency and then transmitted to a 
receiver in a remote location over free space.

Mimic Panel
Is a panel which shows the layout of a site with the camera positions 
highlighted. By interfacing it with a CCTV system, the operator can 
switch any camera to the monitors from the mimic panel itself.

Minimum Scene Illumination
Is a specification shown in most camera data sheets and indicates 
the minimum light required at the scene to provide a reasonable pic-
ture on the monitor.

Modem
Is derived from the term 'modulator - demodulator' and is used to 
convert a digital signal into an analogue signal so that it can be 
transmitted via the PSTN telephone network.

Modulate
A method in which a signal to be transmitted is mixed with a 
high_frequency carrier signal.

Motorised Controlled Iris
Is a type of iris control in which the iris motor is controlled from a 
remote location, usually in a zoom lens.

Multi Core Cable
Is a type of cable which has many cores enclosed in one outer jacket.
In CCTV it is normally used to transmit control signals.

Multimode Cable
Is a cheaper type of fibre optic cable which allows a light beam to 
travel by more than one path thus causing transmission distortion.

Multiplexing
Is a process whereby many cameras are switched frame by frame. 
This frame switching can be used in applications like multi-viewing, 
multi-recording etc.

Neutral Density Filter
Is a type of filter used with lenses which reduces light of all wave-
lengths equally.

Noise

Is an unwanted signal generated by every electronic component. The 
noise in a video signal causes a grainy or snowy effect on the image.

NTSC
National Television System Committee is a colour television system 
and the standard used in the USA and Japan. NTSC has 525 horizon-
tal scanning lines and 60 fields per sec.

Ohms
Is a unit for measuring resistance or impedance of any electrical 
device.

Omni Directional Transmitter
Is a transmitter which sends the signal in all directions. 

Optical Filter
Is a type of filter used in optics which selectively allows light of dif-
ferent frequencies to pass through.

Oscilloscope
Is a device which visually displays the wave form of any electrical sig-
nal on a screen. In CCTV, it is used in trouble shooting and making 
adjustments of various components.

PAL
Phase Alternating Line is a colour television system and the standard 
used in Western Europe, Australia, parts of Africa and Asia. PAL has 
625 horizontal scanning lines and 50 fields per sec.

Persistence of Vision
The retina of the human eye retains an image for 40 ms. This charac-
teristic is called “persistence of vision” and is used to make a picture 
appear continuous by flashing images on the retina at a rate faster 
than 24 images per sec.

Phase Adjustment
Is a camera adjustment used to synchronise all the cameras in the 
system by altering the phase of the power supply.

Phase Angle
Is the angle at any point of the sine wave of an AC power supply and 
varies between 0 to 360 deg over a cycle.

Phosphor
Is a material which is capable of emitting light. It is used in fluores-
cent lamps, monitors etc. The duration of the emission depends on 
the type of phosphor.

Picture Tearing
Occurs when the horizontal sync pulses are distorted or lost and the 
monitor is unable to latch on to them causing the horizontal lines to 
be displaced in a random manner. This is seen as a tearing of the pic-
ture on the monitor.

Pincushion Distortion
Is a type of distortion caused due to non uniform scanning in the
monitor which makes the picture to bulge inward.



Glossary

17-8 © Siemens Switzerland Ltd 2009

Pinhole Lens
Is a lens with a small diameter used for covert surveillance.

Pixel
(picture element) is the basic unit of a CCD chip which accumulates 
charge depending upon the amount of light falling upon it. A typical 
CCD chip has over 300,000+ pixels.

Polarising Filter
Is a type of filter which reduces glare by intercepting reflected light 
from surfaces like water, glass etc.

Polycarbonate
Is a type of toughened glass which can be used in housings for use in 
areas of high vandalism.

Polyethylene
Is a type of plastic used to make outer jackets for cables.

Potentiometer
Is an electronic component in which the resistance can be changed 
by a movable contact point. It is used in pan/tilt heads and zoom 
lenses to record preset positions.

Power Line Interference
Is a type of interference caused by main power lines and usually seen 
as horizontal bands on the monitor.

Preamplifier
Is a type of amplifier used to increase the output of a low level 
source allowing the signal to be processed by other devices.

Preset
Is a term used in CCTV to define predetermined position of a 
pan/tilt head and zoom lens.

Primary Colour
Is a colour which cannot be obtained by mixing other colours. Red, 
green and blue are the three primary colours which can be mixed to 
produce other colours.

PSTN
Public Switched Telephone Network is an analogue telephone net-
work currently in use all over the world.

PTZ Controller
Is a device used to control the movement of the pan/tilt head and 
zoom lens from a remote location.

Quad
Is a device which used to display pictures from 4 cameras on a single 
monitor.

Read Out Time
Is the time taken to read the charge from the pixels in a CCD chip.

Real Time Video
Is a picture with more than 24 frames per sec and therefore looks 
continuous.

Receiver Driver
Placed at the camera point and connected by either a coaxial or 
twisted pair cable. It is used to decode the incoming control signals 
for the pan, tilt and zoom functions.

Reed Switch
An alarm is activated when the reed switch is opened or closed. It is 
widely used with doors, windows, roller shutters etc. and can be 
used to activate equipment to bring the nominated camera up for 
extended viewing.

Regulated Power Supply
DC power supply in which the ripple factor is minimal.

Remote Head Camera
In this type of camera, the CCD chip is separated from the camera 
body by cable. It is used in applications where the amount of space 
available to fit the camera is limited.

Resolution
A measure of picture definition and clarity and is represented by the 
number of lines. Greater the number of lines, higher the resolution.

RG-11
Coaxial cable with a thicker centre core and used for transmission of 
video signals up to 500 m.

RG-59
Coaxial cable used for transmission of video signals up to 250 m. It is 
probably the most popular cable used in CCTV.

Ripple Factor
Is the amplitude variation present in a DC power supply due to insuf-
ficient filtering. A large variation can damage a DC camera.

RS-232
Is a communication protocol used for communication between 
microprocessor-based devices.

S-VHS
Super VHS is a type of video format in which the illuminance and 
chrominance signals are sent separately resulting in improved pic-
ture quality.

Salvo Switching
Is a feature in matrix switchers. On command from the matrix 
switcher or an alarm event, a group of cameras can be switched 
simultaneously onto a group of monitors.

Screen
Is a copper braid which covers the dielectric and centre core of a 
coaxial cable.

SECAM
Sequential Couleur A'Memorie, a colour television system used in 
France and few other countries.

Sensitivity of a Camera
Is the minimum light level required at the CCD chip which will gener-
ate a usable video picture. It is measured in lux.
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Sequential Switcher
A type of switcher that allows multiple cameras to be displayed or 
recorded in full screen one at a time.

Shield
Is a copper braid which covers the dielectric and centre core of a 
coaxial cable. It protects the video signal from EMI.

Shutter Speed
Is the speed at which the charge is read out from the CCD chip. The 
factory setting is 1/50 sec (PAL) or 1/60 sec (NTSC) and can be 
increased up to 1/100,000 sec depending upon the camera brand. It 
can be changed by using dip switches or in some cases by the inbuilt 
menu in the camera.

Signal Loss
Is a reduction in signal strength expressed in decibels.

Signal to Noise Ratio
It is the ratio between the signal voltage and the noise voltage gen-
erated by an electronic circuit. It is measured in decibels (db).

Simplex
A description of a system which can handle only one channel of vid-
eo, audio or data signal. In CCTV the term is used for multiplexers, 
where only one function can be performed eg recording multiplexed 
images, but displaying only in full screen.

Single Mode Cable
An expensive type of fibre optic cable with a narrow glass core which 
allows only a single path for signal transmission.

Silicon Wafer
Is a semiconductor material on which the CCD chips are etched.

Snow
Appears as small dots on the monitor and is caused by noise in the 
video signal.

Sodium Vapour Lamp
Is an artificial light source which is very efficient and uses sodium 
vapour to produce a yellow-orange light.

Spectral Response
Is the sensitivity of a device to different light frequencies.

Standard Angle Lens
This type of lens which provides a view which has the same propor-
tions as seen by the human eye. It has a magnification ration of 1.

Step Down Transformer
This transformer is used in power supplies to step down or lower the 
main line voltage. The ratio between the number of turns of the pri-
mary coil to the secondary coil determines the step down voltage.

Stranded Cable
A type of cable in which a number of wires enclosed in an outer 
jacket are used to transmit the electrical signal.

Sunshield
A movable accessory placed on top of outdoor housings to prevent 
direct light falling on the camera.

Sync Generator
Is a device which generates sync pulses which are then used to syn-
chronise cameras.

Synchronisation
A process which ensures that the formation of frames in a multi cam-
era system start at the same time. There are different ways to 
achieve camera synchronisation.

Synchronous data transmission
Stands for a transmission technique that uses a control line to trans-
mit control bits for correct transmission.

Telephoto Lens
This type of lens can be used to view far away objects. It has a mag-
nification ration >1.

Terminal Strip
Screw connection for interconnecting cables, various current ratings.

Test Pattern Generator
A device which generates a test pattern to be used to adjust and test 
a CCTV monitor.

Thermal Paper
Is a special type of paper used in video printers.

Time-Based Switching
Is a feature in matrix switchers which allows various programmed 
camera sequences to be initiated at various times.

Time Lapse VCR
A type of video cassette recorder especially designed for CCTV. It 
allows more recording time on a single video tape by not recording 
all the frames.

Time/Date Generator
A device which generates time and date and superimposes it on the 
video signal.

Touch Screen
Is a type of modern monitor screen. Action can be initiated by touch-
ing the relevant point on the monitor screen. Sometimes referred to 
as a GUI (Graphical User Interface).

Trapezoidal Distortion
Is a type of distortion in the monitor caused due to non uniform scan-
ning which makes the scanning lines look wider at the top than at the 
bottom of the monitor.

Triaxial Cable
Is a type of coaxial cable which has two layers of shield to provide bet-
ter protection against EMI.
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Twisted Pair Cable
Is a type of balanced cable in which a pair of cables are twisted and 
the signal is divided between them.

Two Speed Recorder
Is a domestic VCR which has two speeds of recording/playback, stan-
dard and long play. The long play mode doubles the recording time 
of a standard tape.

Ultraviolet
Is electromagnetic radiation with a wavelength of less than 400 nm 
and is not visible to the human eye.

Unbalanced Cable
Is a type of cable in which the ends of the shields are grounded to 
different equipment with possibly varying ground potential. This 
unbalanced set up can give rise to ground loop currents and EMI 
induction.

UPS
Uninterruptible Power Supply stores electricity and supplies power to 
a CCTV system during a power failure.

Usable Video
Is the minimum video signal specified in the camera data sheet to 
generate an acceptable picture on the monitor. It is usually mea-
sured as a percentage of the full video.

Varifocal Lens
Is a type of manual zoom lens with a small zoom ratio (ranging 
between 3.5 mm to 70 mm depending on brand). It is used when 
the focal length of the lens needs to be fine tuned to meet the 
requirements of the actual scene.

Video Head
An internal part of a VCR which rotates very rapidly and writes the 
video signal on to the video tape during recording while reading the 
video signal from the tape during playback.

Vertical Resolution
Is the number of horizontal lines which can be resolved in a picture. 
It is limited by the television scanning method – NTSC, PAL etc.

Vertical Shift Register
Is a part of the interline transfer of a CCD chip, it is placed in between 
every column of the pixels. At the end of each frame the charge from 
the pixels are sent to the vertical shift register (VSR) and then row by 
row to the horizontal shift register.

Vertical Streaking
This type of picture distortion occurs due to overloading of the pixels 
in an interline transfer chip. It appears as vertical streaks above and 
below the bright part of the picture.

VHS
Video Home System is a type of popular recording format used in 
video cassette recorders.

Video Amplifier
Is used to boost the strength of a video signal.

Video Cassette Recorder
Is a device which can record (or playback) video and audio signals on 
a magnetic tape housed in a cassette.

Video Distribution Amplifier
The video distribution amplifier is used not only to boost the 
strength but also create multiple outputs of the video input signal.

Video Intercom
Is a door entry system which uses both audio and video to communi-
cate and/or control movement of people.

Video Monitoring
Is an application which uses video to monitor remote sites in any 
part of the world. The video images are transmitted through the tele-
phone network.

Video Motion Detection
Is a means which can detect change in the pixelation or movement 
in the picture and then generate an alarm.

Wattage
Is a unit of power measured in watts (W).

Wave Length
Is the distance travelled by an electromagnetic wave during one 
cycle.

Wide Angle Lens
A type of lens which gives a wide view of the scene and has a magni-
fication ratio of less than 1.

Wide Dynamic Range
A camera with wide dynamic range is able to improve the image 
quality. It corrects too bright and too dark areas of the scene.

Zoom Lens
A type of lens with a variable focal length ranging from wide angle to 
telephoto.

Zoom Ratio
Is the ratio between the maximum and minimum focal length of a 
zooms lens.
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AA-4124-04 Power Supply 24 V AC for CHSM2510/CHSL2610 2GF1705-8GH 3-13

AX16 250/100 SISTORE AX16‚ DVD‚ 250 GB‚ 100 ips S54569-C91-B13 11-4

AX16 500/200 SISTORE AX16‚ DVD‚ 500 GB‚ 200 ips S54569-C90-B2 11-6

AX4 Lite 250/100 SISTORE AX4 Lite‚ 250 GB‚ 100 ips S54569-C50-A13 11-3

AX8 250/100 SISTORE AX8‚ DVD‚ 250 GB‚ 100 ips S54569-C71-B13 11-4

AX8 500/200 SISTORE AX8‚ DVD‚ 500 GB‚ 200 ips S54569-C70-B2 11-5

CAB1420 Universal Camera Mount 140 mm 2GF1710-8BD 1-21

CAB1920 Universal Camera Mount 190 mm 2GF1710-8BE 1-21

CAC0103 Protocol Converter TTY-RS485 S24245-F5046-A1 10-13

CAC1601 Coax Controller Unit 2GF1194-8BM 10-13

CAD0485-AA RS485 Distribution Amplifier S24245-F5047-A1 10-13

CADC1599 Column Spacer with 4" PCD S54561-C706 4-8

CADC3099 Column Spacer with 4" PCD S54561-C707 4-8

CADO0400-PR Spare Preset Connector S54561-B712 4-9

CADO0700-AC Spare AC Connector S54561-B711-A1 4-9

CADO0700-DC Spare AC Connector for Pan/Tilt P25 S54561-B711-A2 4-9

CADS1816 Side Mount Plate S54561-B713 4-7

CAHA1040 Swivel Mount Adaptor S54561-C609 4-7

CAHL4010-WK Wiper Kit for CHSL4010 Camera Housing‚ 230 V AC S54561-C608-A1 3-15

CAHL4010-WU WA05 5 Litre Washer‚ 230 V AC S54561-C607-A1 3-16

CAHL4011-WK Wiper Kit for CHSL4011 Camera Housing‚ 24 V AC S54561-C608-A2 3-15

CAHL4011-WU WA05/L 5 Litre Washer‚ 24 V AC S54561-C607-A2 3-16

CAHL401x-W Spare Wiper Arm S54561-B604 3-12, 6-
9

CAPA2410-P230 Plug type Power Supply 230 V AC / 24 V AC 2GF1800-8BJ 1-52

CAPA2415-C230 Indoor Power Supply 230 V AC / 24 V AC 2GF1800-8BK 1-52

CAPA2415-W230 Outdoor Power Supply 230 V AC / 24 V AC 2GF1800-8BL 1-53

CAPD1210-C230 Power Supply 12 V DC S54561-B7-A1 1-53

CCAC1425-LPI 1/4" CCD High-Resolution Colour OSD Camera PAL‚ Indoor Use‚
480 TVL‚ 22x Optical Zoom‚ Auto Focus‚ 12 V DC / 24 V AC

S54561-C20-A1 1-12

CCAC1425-LPO 1/4" CCD High-Resolution Colour OSD Camera PAL‚ Outdoor Use‚
480 TVL‚ 22x Optical Zoom‚ Auto Focus‚ 12 V DC / 24 V AC

S54561-C21-A1 1-13

CCAS1425-LPO 1/4" CCD High-Resolution Day/Night OSD Camera PAL‚
Outdoor Use‚ 480 TVL‚ 22x Optical Zoom‚ Auto Focus‚
12 V DC / 24 V AC

S54561-C23-A1 1-19

CCBB1225-LC 1/2" DSP Monochrome Wide Dynamic OSD Camera 580 TVL‚ CCIR‚ 
12 V DC / 24 V AC

2GF1081-8EA 1-4

CCBB1345-LC 1/3" DSP Monochrome DIP Switch Camera 580 TVL‚ CCIR‚ 12 V DC 
/ 24 V AC

2GF1083-8GA 1-5

CCBB1345-MC 1/3" DSP Monochrome DIP Switch Camera 580 TVL‚ CCIR‚ 
90 - 260 V AC

2GF1083-8GB 1-5

CCBB1345.. 1/3" DSP Monochrome DIP Switch Camera 580 TVL CCBB1345.. 1-5

CCBC1225-LP 1/2" DSP Colour Wide Dynamic OSD Camera 480 TVL‚ PAL‚ 
12 V DC / 24 V AC

2GF1181-8EA 1-7

CCBC1327-LP 1/3" DSP Colour OSD Camera 540 TVL‚ PAL‚ 12 V DC / 24 V AC S54561-C25-A1 1-8

CCBC1327-MP 1/3" DSP Colour OSD Camera 540 TVL‚ PAL‚ 100 - 250 V AC S54561-C26-A1 1-8

CCBC1327.. 1/3" DSP Colour OSD Camera 540 TVL CCBC1327.. 1-8

CCBC1337-LP 1/3" DSP Colour DIP Switch Camera 540 TVL‚ PAL‚ 12 V DC / 24 V AC 2GF1183-8EC 1-9

CCBC1337-MP 1/3" DSP Colour DIP Switch Camera 540 TVL‚ PAL‚ 90 - 260 V AC 2GF1183-8EB 1-9

CCBC1337.. 1/3" DSP Colour DIP Switch Camera 540 TVL CCBC1337.. 1-9

CCBC1345-DC Dummy Camera S54561-C201-A1 1-52

CCBC1345-LP 1/3" DSP Colour DIP Switch Camera 480 TVL‚ PAL‚ 12 V DC / 24 V AC 2GF1183-8GA 1-10

CCBC1345-MP 1/3" DSP Colour DIP Switch Camera 480 TVL‚ PAL‚ 90 - 260 V AC 2GF1183-8GB 1-10

CCBC1345.. 1/3" DSP Colour DIP Switch Camera 480 TVL CCBC1345.. 1-10
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CCBS1225-LP 1/2" DSP Day/Night Wide Dynamic OSD Camera 480 TVL‚ PAL‚ 
12 V DC / 24 V AC

2GF1118-8EA 1-15

CCBS1337-LP 1/3" DSP Day/Night OSD Camera 540 TVL‚ PAL‚ 8 Privacy Zones‚ 
12 V DC / 24 V AC

2GF1118-8FA 1-16

CCBS1337-MP 1/3" DSP Day/Night OSD Camera 540 TVL‚ PAL‚ 8 Privacy Zones‚ 
90 - 260 V AC

2GF1118-8FB 1-16

CCBS1337.. 1/3" DSP Day/Night OSD Camera 540 TVL CCBS1337.. 1-16

CCBS1345-LP 1/3" DSP High-Resolution DIP Switch Day/Night Colour Camera; 
480 TVL‚ PAL‚ 12 V DC / 24 V AC‚ 50 Hz

2GF1118-8GA 1-18

CCBS1345-MP 1/3" DSP High-Resolution DIP Switch Day/Night Colour Camera; 
480 TVL‚ PAL‚ 90 - 260 V AC‚ 50 Hz

2GF1118-8GB 1-18

CCBS1345.. 1/3" DSP High-Resolution DIP Switch Day/Night Colour Camera CCBS1345.. 1-18

CCCB210 Ceiling Camera Bracket 210 mm 2GF1710-8AR 1-20

CCCB210-310 Ceiling Camera Bracket 210-310 mm 2GF1710-8AS 1-20

CCDA1425-CMA Corner Mount Adapter for CCDA1425-WM or -WMJ 2GF1192-8BH 1-40

CCDA1425-EP Extension Pole for CCDA1425-WM‚ CCDA1425-WMJ and 
CCDA1425-PM

2GF1192-8BJ 1-40

CCDA1425-FM Indoor Flush Mount for CCDA1425 or CCDA1435 2GF1192-8BC 1-39

CCDA1425-FMSB Bubble‚ Tinted‚ for CCDA1425-FM 2GF1192-8BK 1-40

CCDA1425-PM Pendant Mount for CCDA1425-WPH/-VRH 2GF1192-8BG 1-40

CCDA1425-PMA Pole Mount Adapter for CCDA1425-WM or -WMJ 2GF1192-8BD 1-39

CCDA1425-PMI Indoor Pendant Mount Adapter for CCDA1425-PM and 
CCDA1425-SM

2GF1192-8BN 1-41

CCDA1425-SM Indoor Surface Mount for CCDA1425 or CCDA1435 2GF1192-8BB 1-38

CCDA1425-SMSB Bubble‚ Tinted‚ for CCDA1425-SM 2GF1192-8BL 1-40

CCDA1425-VRH CCDA1425-VRH 2GF1192-8CA 1-38

CCDA1425-VRHCB Exchange Bubble‚ Clear 2GF1192-8CC 1-41

CCDA1425-VRHSB Exchange Bubble‚ Tinted 2GF1192-8CB 1-41

CCDA1425-WM Outdoor Wall Mount for CCDA1425-WPH/-VRH 2GF1192-8BE 1-39

CCDA1425-WMI Indoor Wall Mount CCDA1425-WMI 2GF1192-8BQ 1-41

CCDA1425-WMJ Wall Mount with Junction Box for CCDA1425-WPH/-VRH 2GF1192-8BF 1-39

CCDA1425-WPH Weatherproof Housing for CCDA1425 or CCDA1435 2GF1192-8BA 1-38

CCDA1425-WPHSB Bubble‚ Tinted‚ for CCDA1425-WPH 2GF1192-8BM 1-41

CCDA1435-DN 1/4'' CCD High-Speed Day/Night Dome‚ 480 TVL‚ PAL‚ 8 Privacy 
Zones‚  Indoor 24 V AC

2GF1193-8AC 1-32

CCDA1435-DNX 1/4'' CCD High-Speed Day/Night Dome‚ 480 TVL‚ PAL‚ 8 Privacy 
Zones‚ Indoor 24 V AC

2GF1193-8AD 1-32

CCDA1435-LL 1/4'' CCD High-Speed Low-Light Colour Dome‚ 480 TVL‚ PAL‚ 
8 Privacy Zones‚ Indoor 24 V AC

2GF1193-8AB 1-32

CCDA1435-ST 1/4'' CCD High-Speed Colour Dome‚ 480 TVL‚ PAL‚ 8 Privacy Zones‚ 
Indoor 24 V AC

2GF1193-8AA 1-32

CCDA1435.. 1/4'' CCD High-Speed Dome‚ Indoor 24 V AC CCDA1435.. 1-31

CCDS1415-BC Solaris Clear Bubble for CCDS1415 2GF1194-8BD 1-44

CCDS1415-BHC Solaris Dome Custom Cover 2GF1194-8BG 1-44

CCDS1415-BM Solaris Parapet Mount Adapter 2GF1194-8CF 1-43

CCDS1415-BS Solaris Tinted Bubble for CCDS1415 2GF1194-8BE 1-44

CCDS1415-CH Solaris Dome Housing for Camera 2GF1194-8BB 1-42

CCDS1415-CMA Solaris Corner Mount Adapter 2GF1194-8CE 1-43

CCDS1415-DH Solaris Dummy Dome 2GF1194-8BA 1-42

CCDS1415-DN Solaris 1/4" High-Speed Dome‚ 24 Privacy Zones‚ 18x Zoom‚ 
Day/Night‚ Clear Bubble‚ IP67‚ supplied with 110 - 230 V AC XTU

2GF1194-8AC 1-34

CCDS1415-DNX Solaris 1/4" High-Resolution Dome‚ 24 Privacy Zones‚ 26x Zoom‚ 
Day/Night‚ Clear Bubble‚ IP67‚ supplied with 110 - 230 V AC XTU

2GF1194-8AD 1-34

CCDS1415-FM Solaris Recessed Ceiling Tile Mount 2GF1194-8CB 1-43

CCDS1415-NHC Solaris Dome Custom Cover 2GF1194-8BJ 1-45
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CCDS1415-RTU Solaris Remote Termination Unit 2GF1194-8CG 1-44

CCDS1415-SN Solaris Swan Neck Bracket 2GF1194-8CC 1-43

CCDS1415-SS Solaris Dome Sun & Rain Shield 2GF1194-8BL 1-45

CCDS1415-ST Solaris 1/4" High-Speed Dome‚ 24 Privacy Zones‚ 18x Zoom‚ 
Colour‚ Tinted Bubble‚ IP67‚ supplied with 110 - 230 V AC XTU

2GF1194-8AA 1-34

CCDS1415-WHC Solaris Dome Custom Cover 2GF1194-8BH 1-45

CCDS1415-XTU Solaris External Termination Unit 2GF1194-8BC 1-44

CCDS1415.. Solaris™ Colour High-Speed Dome CCDS1415.. 1-34

CCDS1425-EXT Solaris Extension Pole S54561-B5-A2 1-43

CCDS1425-PM Solaris Pendant Mount S54561-B5-A1 1-42

CCDS1425-WM Solaris Wall Mount S54561-B4-A1 1-42

CCIC1345-LP 1/3" Super High-Resolution MJPEG/MPEG4 Color IP Streaming 
Camera

2GF1183-8KA 1-49

CCIS1337-LP 1/3" DSP Super High-Resolution Day/Night MJPEG IP camera
540 TVL

2GF1186-8AB 1-47

CCIS1345-LP 1/3" Super High-Resolution MJPEG/MPEG4 Day/Night IP Streaming 
Camera

2GF1118-8HA 1-49

CCIW1345-LP 1/3" Super High-Resolution MJPEG/MPEG4 Day/Night Wide Dy-
namic IP Streaming Camera

2GF1118-8HB 1-50

CCIx1345.. 1/3" Super High-Resolution MJPEG/MPEG4 IP Streaming Cameras CCIx1345-LP.. 1-49

CCWC1335-LP 1/3" DSP Day/Night‚ Wide Dynamic OSD Camera 480 TVL‚ 8 Privacy 
Zones‚ 12 V DC / 24 VAC

2GF1183-8FC 1-17

CCWC1335-MP 1/3" DSP Day/Night‚ Wide Dynamic OSD Camera 480 TVL‚ 8 Privacy 
Zones‚ 90 - 260 V AC

2GF1183-8FB 1-17

CCWC1335.. 1/3" DSP Day/Night‚ Wide Dynamic OSD Camera 480 TVL CCWC1335.. 1-17

CCWC1345-LX 1/3" CMOS PIXIM Ultra Wide Dynamic OSD Colour Camera‚ 500 
TVL‚ PAL/NTSC‚ 1 Privacy Zone‚ 12 V DC / 24 V AC

2GF1183-8HA 1-11

CCWC1345-MX 1/3" CMOS PIXIM Ultra Wide Dynamic OSD Colour Camera‚ 500 
TVL‚ PAL/NTSC‚ 1 Privacy Zone‚ 90 - 260 V AC

2GF1183-8HB 1-11

CCWC1345.. 1/3" CMOS PIXIM Ultra Wide Dynamic Colour OSD Camera CCWC1345.. 1-11

CDAP2316-T Pan/Tilt Head‚ Top Mount‚ 230 V AC S54561-C702 4-4

CDAP2416-T Pan/Tilt Head‚ Top Mount‚ 24 V AC S54561-C703 4-4

CDBC0075 Corner Bracket S54561-C710 3-10, 4-
8

CDBS4540 Fixed Bracket S54561-C704 4-7

CDC0501 Telemetry Receiver for Control Pan/Tilt Heads S24245-B5015-A1 4-6

CDC0502 Telemetry Receiver for Control Pan/Tilt Heads‚ Potentiometers S24245-B5017-A1 4-6

CDD2416-T Pan/Tilt Head‚ Top Mount‚ 24 V DC S54561-C701 4-3

CDD2425 Pan/Tilt Head‚ Side Mount‚ 24 V DC S54561-C700 4-3

CFFA-CD Clear Bubble CFxx Fixed Dome Series 2GF1086-8AG 1-35

CFFA-IC.. Replacement Lens for Fixed Dome CFxx Series CFFA13.. 1-35

CFFA-IC12 Replacement Lens 12 mm for CF Series 2GF1086-8AE 1-35

CFFA-IC29 Replacement Lens 2.9 mm for CF Series 2GF1086-8AB 1-35

CFFA-IC37 Replacement Lens 3.7 mm for CF Series 2GF1086-8AK 1-35

CFFA-IC60 Replacement Lens 6.0 mm for CF Series 2GF1086-8AF 1-35

CFFA-RS Remote Setup Kit for Fixed Domes CFxx and Vandal Domes CVxx 
Including Remote Setup Software and Remote Adapter 0.50 m

2GF1086-8AJ 1-53

CFFA-TD Tinted Bubble for CFxx Fixed Dome Series 2GF1086-8AA 1-35

CFFC1317-LP 1/3" CCD 3.7 mm Colour Fixed Dome 540 TVL‚ PAL S54561-C60-A1 1-24

CFVA-BA Indoor Dome Base CFVA-BA 2GF1086-8AP 1-36

CFVA-IP MJPEG IP Module for Indoor Fixed Domes 2GF1086-8AL 1-37, 1-
48

CFVC1317-LP 1/3" CCD Colour Varifocal Dome 540 TVL‚ PAL‚
12 V DC / 24 V AC

S54561-C61-A1 1-24
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CFVC1415.. 1/4" CCD 2.8-5.8 mm Colour Varifocal Dome 480 TVL‚
12 V DC / 24 V AC

CFVC1415.. 1-24

CFVS1317-LP Day/Night Varifocal Dome‚ 540 TVL‚ 12 V DC / 24 V AC S54561-C62-A1 1-25

CHBA0111 Corner-Adapter for CHBC2010/CHBS2310 Mounts 2GF1705-8LG 3-8

CHBA0211 Pole-Adapter for CHBC2010/CHBS2310 Mounts 2GF1705-8LH 3-8

CHBA221x-B Ceiling Mount Bracket S54561-C606 3-11

CHBC2020 Cable Management Bracket for CHSL2610/CHSM2510 S54561-B611-A1 3-8

CHBS2310 Bracket for CHSL2610/CHSM2510 2GF1705-8LE 3-8

CHBS2815 Wall Swivel Bracket S54561-C605 3-10

CHH Camera Housing 320 mm‚ IP66‚ Quick Connector 2GF1705-8FA 3-3

CHHA2410 Replacement Heater Kit 24 V AC 2GF1705-8GJ 3-14

CHHM2310 Replacement Heater Kit 230 V AC 2GF1705-8GK 3-14

CHM Camera Housing 320 mm‚ IP66‚ 2 x PG9‚ 1 x PG16 2GF1705-8EA 3-3

CHSL2610 Camera Housing 320 mm‚ IP66‚ 1 x M12‚ 1 x M16‚ 1 x M20 2GF1705-8PA 3-2

CHSL4010 Large Camera Housing‚ 110 - 230 V AC S54561-C603-A1 3-4

CHSL4011 Large Camera Housing‚ 12 - 24 V AC S54561-C603-A2 3-5

CHSM2210 Medium Camera Housing‚ 110 - 230 V AC S54561-C601-A1 3-5

CHSM2210-B Medium Camera Housing with Integral Bracket‚ 110 - 230 V AC S54561-C602-A1 3-6

CHSM2211 Medium Camera Housing‚ 12 - 24 V AC S54561-C601-A2 3-6

CHSM2211-B Medium Camera Housing with Integral Bracket‚ 12 - 24 V AC S54561-C602-A2 3-7

CHSM2510 Camera Housing 300 mm‚ IP66‚ 1 x M12‚ 1 x M16‚ 1 x M20 2GF1705-8NA 3-2

CIL0050-30 IR Illuminator LED 30 - 60°‚ external PSU S54561-C801-A1 5-2

CKA4820 Variable Speed PTZ Controller‚ with Joystick 2GF2400-8EC 4-2

CLFD1214/12 12.0 mm F1.4‚ 1/2" C 2GF1642-8AT 2-3

CLFD13.. Auto-Iris‚ Direct Drive CLFD13.. 2-3

CLFD1312/4 4.0 mm F1.2‚ 1/3" CS 2GF1663-8AP 2-4

CLFD1312/6 6.0 mm F1.2‚ 1/3" CS 2GF1663-8AQ 2-4

CLFD1312/8 8.0 mm F1.2‚ 1/3" CS 2GF1663-8AR 2-4

CLFD1314/2.8 2.8 mm F1.4‚ 1/3" CS 2GF1663-8AN 2-3

CLFD1316/16 16 mm F1.6‚ 1/3" CS 2GF1663-8AS 2-4

CLFM1212/12 12.0 mm F1.2‚ 1/2" C 2GF1640-8AH 2-2

CLFM13.. Manual Iris CLFM13.. 2-2

CLFM1312/4 4.0 mm F1.2‚ 1/3 CS 2GF1661-8AM 2-2

CLFM1312/6 6.0 mm F1.2‚ 1/3" CS 2GF1661-8AN 2-2

CLFM1312/8 8.0 mm F1.2‚ 1/3" CS 2GF1661-8AP 2-3

CLFM1314/2.8 2.8 mm F1.4‚ 1/3" CS 2GF1661-8AL 2-2

CLFM1316/16 16 mm F1.6‚ 1/3" CS 2GF1661-8AQ 2-3

CLPD1312/6-72 Auto-Iris‚ Direct Drive‚ Presets‚ 6 - 72 mm F 1.2 1/3" CS 2GF1666-8AD 2-9

CLVD1218/10-40 10 D 40 mm F1.4 1/2" VF‚ AS‚ IR 2GF1651-8AA 2-7

CLVD1218/4-12 4 - 12 mm F1.2 1/2" VF‚  AS‚ IR 2GF1651-8AB 2-7

CLVD13.. Auto-Iris‚ Direct Drive CLVD13.. 2-6

CLVD1314/2.5-10 2.5 - 10 mm F1.4 1/3'' CS 2GF1667-8AM 2-6

CLVD1314/3.5-8 3.5 - 8 mm F1.4 1/3" CS 2GF1667-8AJ 2-6

CLVD1318/10-40 10 - 40 mm F1.4 1/3" VF‚  AS‚ IR 2GF1667-8AS 2-8

CLVD1318/2.8-11 2.8 - 11 mm F1.4 1/3" VF‚  AS‚ IR 2GF1667-8AR 2-8

CLVD1318/3-8 3 - 8 mm F1.0 1/3" VF‚ AS‚ IR 2GF1667-8AQ 2-7

CLVD1318/7-70 7 - 70 mm F1.8 1/3" CS 2GF1667-8AL 2-6

CLVD1318.. Auto-Iris‚ Direct Drive for Use with Day/Night Cameras CLVD1318.. 2-7

CLVD1325/5-50 Auto-Iris‚ Direct Drive 2GF1667-8AU 2-6

CLVM13.. Manual Iris CLVM13.. 2-5

CLVM1314/2.5-10 2.5 - 10 mm F1.4 1/3" CS 2GF1664-8AK 2-5

CLVM1314/3.5-8 3.5 - 8 mm F1.4 1/3" CS 2GF1664-8AG 2-5

CLVM1318/7-70 7 - 70 mm F1.8 1/3" CS 2GF1664-8AJ 2-5
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CLVM1325/5-50 Manual Iris 2GF1664-8AN 2-5

CLZD13.. Auto-Iris‚ Direct Drive CLZD13.. 2-9

CLZD1312/6-72 Auto-Iris‚ Direct Drive 6 - 72 mm F 1.2 1/3" CS 2GF1665-8AG 2-9

CLZD1314/6-36 Auto-Iris‚ Direct Drive 6 - 36 mm F 1.2 1/3" CS 2GF1665-8AF 2-9

CMCC1420 Colour Monitor 14" 350 TVL PAL/NTSC 2GF3132-8AA 12-3

CMCC1525 Colour Monitor 15" 700 TVL OSD PAL/NTSC 2GF3133-8AA 12-3

CMCC1725 Colour Monitor 17" 700 TVL PAL/NTSC 2GF3134-8AA 12-3

CMCC2120 Colour Monitor 21" 400 TVL PAL/NTSC 2GF3135-8AA 12-4

CMTB1515-R 15" Bracket for 19'' Rack Mount 2GF3124-8BA 12-12

CMTB1715-R 17" Bracket for 19'' Rack Mount 2GF3125-8BA 12-12

CMTB1915-R 19" Bracket for 19'' Rack Mount 2GF3129-8BA 12-12

CMTC1525 TFT Monitor 38 cm (15'') Premium Line S54573-C1-A1 12-8

CMTC1720 TFT Monitor 44 cm (17'') Economy Line 2GF3126-8AA 12-6

CMTC1725 TFT Monitor 48 cm (19'') Premium Line S54573-C2-A1 12-9

CMTC1920 TFT Monitor 48 cm (19'') Economy Line 2GF3122-8AA 12-7

CMTC1925 TFT Monitor 48 cm (19'') Premium Line S54573-C3-A1 12-10

COIB0201 IVM Basic Licence Inputs/Outputs: 16 / 4 2GF9400-8FM 13-2

COIB0401 IVM Basic Licence Inputs/Outputs: 32 / 4 2GF9400-8FN 13-2

COIB0801 IVM Basic Licence Inputs/Outputs: 64 / 8 2GF9400-8FA 13-2

COIB1601 IVM Basic Licence Inputs/Outputs: 128 / 8 2GF9400-8FL 13-2

COIB3202 IVM Basic Licence Inputs/Outputs: 255 / 16 2GF9400-8FB 13-2

COIB3204 IVM Basic Licence Inputs/Outputs: 255 / 32 2GF9400-8FC 13-2

COIB3208 IVM Basic Licence Inputs/Outputs: 255 / 64 2GF9400-8FD 13-2

COIB3212 IVM Basic Licence Inputs/Outputs: 255 / 96 2GF9400-8FE 13-2

COIB3216 IVM Basic Licence Inputs/Outputs: 255 / 128 2GF9400-8FF 13-2

COIC1001 IVM Licence for a Client 2GF9400-8GC 13-2

COOS000001 FS Video Software Suite (VSS) 2GF9490-8AC 14-3

COSI024016 IVM I/O Server License Dig. Inputs/Outputs 24/16 2GF9400-8KA 13-2

COSI040032 IVM I/O Server License Dig. Inputs/Outputs 40/32 2GF9400-8KB 13-2

COSI056048 IVM I/O Server License Dig. Inputs/Outputs 56/48 2GF9400-8KC 13-2

CTTT0111 Twisted Pair Transmitter Module 2GF1714-8WN 7-2

CTVI7575 Video Isolation Transformer S54563-C800 7-3

CVAC1415 High-Resolution‚ Auto Focus Colour Dome Camera
with 22x Optical Zoom‚ in Vandal-Resistant Housing

2GF1182-8AM 1-28

CVAS1415 High-Resolution‚ Auto Focus Day/Night Dome Camera
with 22x Optical Zoom‚ in Vandal-Resistant Housing

2GF1182-8AN 1-28

CVVA-CD Clear Lower Dome CVxx Vandal Dome Series 2GF1086-8AH 1-35

CVVA-FMIP Indoor Flush Mount for Usage with Indoor Dome Series CFxx and 
Vandal Dome Series CVxx with or without Optional IP Modules 
CFVA-IP or CVVA-IP

2GF1086-8AM 1-36

CVVA-IP MJPEG IP Module for Indoor Vandal-Resistant Domes 2GF1185-8AG 1-37, 1-
48

CVVA-WMIP Wall Bracket for Usage with Vandal Dome Series CVxx with or 
without Optional IP Module CVVA-IP

2GF1086-8AN 1-36

CVVC1317-LP 1/3" CCD Colour Vandal-Resistant Varifocal Dome‚ 540 TVL PAL‚ 
12 V DC / 24 V AC

S54561-C63-A1 1-25

CVVS1317-LP Day/Night Vandal-Resistant Varifocal Dome
540 TVL‚ 12 V DC / 24 V AC

S54561-C64-A1 1-26

CVWC1325-LX 1/3" CMOS PIXIM Ultra Wide Dynamic Vandal-Resistant Varifocal 
Dome 2.8 - 10 mm‚ 500 TVL‚ 12 V DC / 24 V AC

S54561-C1-A1 1-27

CWCB140 Universal Camera Mount 140 mm 2GF1710-8BC 1-20

CWCB210 Universal Camera Mount 210 mm 2GF1710-8AP 1-20

CWCB210-310 Universal Camera Mount 210-310 mm 2GF1710-8AQ 1-20

CX1 0/25 Intelligent Digital Video Codec‚ 1 Camera‚ 25 ips S24245-F5104-A1 11-16
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CX1 EDS EDS Software Option for SISTORE CX1 Motion Detection and Ob-
ject Tracking for Critical Outdoor Areas

S24245-P5101-A1 8-2

CX1 ODR ODR Software Option for SISTORE CX1 Detection of Removed or 
Abandoned Objects 

P54565-P1-A1 8-2

CX4 0/100 Intelligent Digital Video Codec‚ 4 Cameras‚ 100 ips S24245-F5056-A2 11-16

CX4 1000/100 Intelligent Digital Video Codec‚ 1000 GB‚ 4 Cameras‚ 100 ips S24245-F5056-A6 11-18

CX4 250/100 Intelligent Digital Video Codec‚ 250 GB‚ 4 Cameras‚ 100 ips S24245-F5056-A3 11-17

CX4 500/100 Intelligent Digital Video Codec‚ 500 GB‚ 4 Cameras‚ 100 ips S24245-F5056-A4 11-17

CX4 EDS EDS Software Option for SISTORE CX4 Motion Detection and Ob-
ject Tracking for Critical Outdoor Areas

S24245-P5101-A2 8-2

CX4 ODR ODR Software Option for SISTORE CX4 Detection of Removed or 
Abandoned Objects 

P54565-P1-A2 8-2

CX8 0/200 Intelligent Digital Video Codec‚ 8 Cameras‚ 200 ips S24245-F5096-A2 11-18

CX8 1000/200 Intelligent Digital Video Codec‚ 1000 GB‚ 8 Cameras‚ 200 ips S24245-F5096-A4 11-19

CX8 500/200 Intelligent Digital Video Codec‚ 500 GB‚ 8 Cameras‚ 200 ips S24245-F5096-A3 11-19

CX8 EDS EDS Software Option for SISTORE CX8 Motion Detection and Ob-
ject Tracking for Critical Outdoor Areas

S24245-P5101-A3 8-2

CX8 ODR ODR Software Option for SISTORE CX8 Detection of Removed or 
Abandoned Objects 

P54565-P1-A3 8-3

ECH-B Camera Housing 320 mm‚ IP66‚ 3 x PG9 2GF1705-8KA 3-4

ECH-M Camera Housing 300 mm‚ IP66‚ 2 x PG9 2GF1705-8JA 3-3

FH07B-30 230 V AC ATEX IIB Explosion-Proof Housing S54561-C901-A1 6-4

FH07B-30/L 24 V AC ATEX IIB Explosion-Proof Housing S54561-C901-A3 6-4

FH07B-30/U 110 V AC ATEX IIB Explosion-Proof Housing S54561-C901-A2 6-4

FH07B-40 230 V AC ATEX IIB Explosion-Proof Housing S54561-C900-A1 6-4

FH07B-40/L 24 V AC ATEX IIB Explosion-Proof Housing S54561-C900-A3 6-4

FH07B-40/U 110 V AC ATEX IIB Explosion-Proof Housing S54561-C900-A2 6-4

FH07B.. Phoenix Explosion-Proof Extruded Aluminium Camera Housings‚ 
ATEX-Certified for IIB Applications

FH07B.. 6-3

FH07C-30 Phoenix Explosion-Proof Extruded Aluminium Camera Housings‚ 
ATEX-Certified for IIC Applications

S54561-C903-A1 6-2

FH07C-30/L Phoenix Explosion-Proof Extruded Aluminium Camera Housings‚ 
ATEX-Certified for IIC Applications

S54561-C903-A3 6-2

FH07C-30/U Phoenix Explosion-Proof Extruded Aluminium Camera Housings‚ 
ATEX-Certified for IIC Applications

S54561-C903-A2 6-2

FH07C-40 Phoenix Explosion-Proof Extruded Aluminium Camera Housings‚ 
ATEX-Certified for IIC Applications

S54561-C902-A1 6-3

FH07C-40/L Phoenix Explosion-Proof Extruded Aluminium Camera Housings‚ 
ATEX-Certified for IIC Applications

S54561-C902-A3 6-3

FH07C-40/U Phoenix Explosion-Proof Extruded Aluminium Camera Housings‚ 
ATEX-Certified for IIC Applications

S54561-C902-A2 6-3

FH07C-CG Cable Gland ATEX IIC for FH07C BPZ:80-315 6-9

FH07C.. Phoenix™ Explosion-Proof Extruded Aluminium Camera Housings‚ 
ATEX-Certified for IIC Applications

FH07C.. 6-2

FH07W FH07W Wiper Kit for FH07 Housing D 230 V AC Motor S54561-B950-A1 6-8

FH07W/L FH07W/L Wiper Kit for FH07 Housing D 24 V AC Motor S54561-B950-A3 6-8

FH07W/U FH07W/U Wiper Kit for FH07 Housing D 110 V AC Motor S54561-B950-A2 6-8

FP50B Phoenix Explosion-Proof Heavy Duty Aluminium Pan/Tilt Units 
ATEX-Certified for IIB Applications

S54561-C910-A1 6-5

FP50B/L Phoenix Explosion-Proof Heavy Duty Aluminium Pan/Tilt Units 
ATEX-Certified for IIB Applications

S54561-C910-A3 6-5

FP50B/L Phoenix Explosion-Proof ATEX IIB preset Pan-Tilt 24 V AC S24245-C4060-A3 6-5

FP50B/U Phoenix Explosion-Proof Heavy Duty Aluminium Pan/Tilt Units 
ATEX-Certified for IIB Applications

S54561-C910-A2 6-5

FP50B.. Phoenix Explosion-Proof Heavy Duty Aluminium Pan/Tilt Units 
ATEX-Certified for IIB Applications

FP50B.. 6-5
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FPHC-40 Phoenix Explosion-Proof Aluminium Camera Housing and PTZ 
Head Assemblies ATEX-Certified for IIC Applications

S54561-C920-A1 6-6

FPHC-40/L Phoenix Explosion-Proof Aluminium Camera Housing and PTZ 
Head Assemblies ATEX-Certified for IIC Applications

S54561-C920-A3 6-7

FPHC-40/U Phoenix Explosion-Proof Aluminium Camera Housing and PTZ 
Head Assemblies ATEX-Certified for IIC Applications

S54561-C920-A2 6-7

FPHC.. Phoenix Explosion-Proof Aluminium Camera Housing and PTZ 
Head Assemblies ATEX-Certified for IIC Applications

FPHC.. 6-6

HMB-PH Mounting Block 2GF1710-8AW 3-9

MA6-15-120 Power Supply 12 V DC for CHSM2510/CHSL2610 2GF1705-8GG 3-13

MT2WT-ECH Mounting 2WT 2-Wire Transmitter ECH-M/B 2GF1705-8LC 3-14

MX Fan Exchange Kit SISTORE MX Fan Exchange Kit S54569-B2-A1 11-21

MX Power Supply Ex-
change Kit

SISTORE MX Power Supply Exchange Kit S54569-B1-A1 11-21

MX3204 250/150 DVD SISTORE MX DVD 3204‚ 250 GB‚ 150 ips S24245-F5085-A1 11-8

MX3208 250/200 Hybrid Video Recording System S24245-F5085-A2 11-12

MX3208 250/200 DVD SISTORE MX DVD 3208‚ 250 GB‚ 200 ips S24245-F5085-A3 11-9

MX3216 500/200 Hybrid Video Recording System S24245-F5085-A4 11-13

MX3216 500/200 DVD SISTORE MX DVD 3216‚ 500 GB‚ 200 ips S24245-F5085-A5 11-9

MX3232 1000/200 Hybrid Video Recording System S24245-F5085-A6 11-13

MX3232 1000/200 DVD SISTORE MX DVD 3232‚ 1000 GB‚ 200 ips S24245-F5085-A7 11-10

Phoenix-CERT-3rd Party Factory Fit 3rd Party Camera & Lens including ATEX Equipment 
Certification

S24245-C4090-A4 6-8

Phoenix-CERT-Siemens Factory Fit Siemens Camera & Lens including ATEX Equipment 
Certification

S24245-C4090-A3 6-8

Phoenix-CERT.. Factory Fit Camera & Lens including ATEX Equipment Certification Phoenix-CERT.. 6-8

Phoenix-FIT-3rd Party Fitting Fee‚ issued for each additional 3rd Party Component to be 
installed

S24245-C4090-A6 6-9

Phoenix-FIT-Siemens Fitting Fee‚ issued for each additional Siemens Component to be 
installed 

S24245-C4090-A5 6-8

Phoenix-FIT.. Fitting Fee‚ issued for each additional Component to be installed Phoenix-FIT.. 6-8

PSU12-CHM/CHH PSU 12 V DC Inside Housing for CHM/CHH 2GF1705-8GA 3-13

PSU12-ECH/B PSU12-ECH/B PSU 12 V DC for ECH-B Housing 2GF1705-8KB 3-14

PSU12-ECH/S/M PSU 12 V DC Inside Housing for ECH-S/M 2GF1705-8LA 3-13

PSU12/24-CHM/CHH PSU 12 V DC‚ 24 V AC Inside Housing CHM/CHH 2GF1705-8GF 3-13

PSU230-12 Plug Type Power Supply 230 V AC / 12 V DC 2GF1800-8BE 1-52

PSU24-ECH/B PSU24-ECH/B PSU 24 V AC for ECH-B Housing 2GF1705-8KC 3-14

PSU24-ECH/S/M PSU 24 V DC Inside Housing for ECH-S/ECH-M 2GF1705-8LD 3-14

PT40 Pot Pan/Tilt‚ Fixed-Speed‚ 20 kg‚ IP66‚ 24 V AC‚ Presets 2GF1708-8AS 4-5

RS232-RS485 Converter RS232 to RS485 2GF5505-8AH 7-3

RS232-TTY Converter RS232 to TTY 2GF5505-8AG 7-3

SIM-CC10 SIMATRIX Interface Cable to Keyboard CKA‚ 10 m 2GF2207-8AG 10-12

SIM-CC3 SIMATRIX Interface Cable to Keyboard CKA‚ 3 m 2GF2207-8AE 10-12

SIM-CC7 SIMATRIX Interface Cable to Keyboard CKA‚ 7 m 2GF2207-8AF 10-12

SIM-PC Remote Setup Interface Cable for SIMATRIX Video Matrix 2GF2208-8AG 10-12

SIM-SMB/BNC SMB to BNC Coaxial Cable 2 m 2GF5608-8AP 10-12

SIM648-IM SIMATRIX 648 Extension Module for 16 Camera Inputs 2GF2208-8AB 10-3

SIM648-IO SIMATRIX 648 Extension Module 16 Alarm In / 8 TTY Out 2GF2208-8AE 10-3

SIM648-MO SIMATRIX 648 Preconfiguration (Make to Order) 2GF2208-8AF 10-3

SIM648-OM SIMATRIX 648 Extension Module for 4 Monitor Outputs 2GF2208-8AC 10-3

SIM648-OM V3 SIMATRIX 648 V3 Extension Module for 4 Monitor Outputs 2GF2208-8EB 10-3

SIM648-TM SIMATRIX 648 Extension Module for 2 Terminal/Keyboard 
Interfaces

2GF2208-8AD 10-3

SIMATRIX 164 Compact Video Matrix 16x4‚ Non-Expandable 2GF2208-8BA 10-2
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SIMATRIX 648 V3 Compact Video Matrix 16x4‚ Expandable 2GF2208-8EA 10-2

SIMATRIX NEO 128x16 Matrix Switching System 128x16‚ Preconf.‚ Expandable 2GF2211-8KE 10-8

SIMATRIX NEO 128x32 Matrix Switching System 128x32‚ Preconf.‚ Expandable 2GF2211-8LD 10-9

SIMATRIX NEO 128x8 Matrix Switching System 128x8‚ Preconf.‚ Expandable 2GF2211-8JD 10-7

SIMATRIX NEO 160x16 Matrix Switching System 160x16‚ Preconf.‚ Expandable 2GF2211-8KF 10-8

SIMATRIX NEO 160x32 Matrix Switching System 160x32‚ Preconf.‚ Expandable 2GF2211-8LE 10-10

SIMATRIX NEO 16x16 Matrix Switching System 16x16‚ Preconf.‚ Expandable 2GF2211-8KA 10-7

SIMATRIX NEO 208x32 Matrix Switching System 208x32‚ Preconf.‚ Expandable 2GF2211-8LF 10-10

SIMATRIX NEO 224x16 Matrix Switching System 224x16‚ Preconf.‚ Expandable 2GF2211-8KG 10-8

SIMATRIX NEO 32x16 Matrix Switching System 32x16‚ Preconf.‚ Expandable 2GF2211-8KB 10-7

SIMATRIX NEO 32x32 Matrix Switching System 32x32‚ Preconf.‚ Expandable 2GF2211-8LA 10-9

SIMATRIX NEO 32x8 Matrix Switching System 32x8‚ Preconf.‚ Expandable 2GF2211-8JA 10-6

SIMATRIX NEO 64x16 Matrix Switching System 64x16‚ Preconf.‚ Expandable 2GF2211-8KC 10-7

SIMATRIX NEO 64x32 Matrix Switching System 64x32‚ Preconf.‚ Expandable 2GF2211-8LB 10-9

SIMATRIX NEO 64x8 Matrix Switching System 64x8‚ Preconf.‚ Expandable 2GF2211-8JB 10-6

SIMATRIX NEO 96x16 Matrix Switching System 96x16‚ Preconf.‚ Expandable 2GF2211-8KD 10-8

SIMATRIX NEO 96x32 Matrix Switching System 96x32‚ Preconf.‚ Expandable 2GF2211-8LC 10-9

SIMATRIX NEO 96x8 Matrix Switching System 96x8‚ Preconf.‚ Expandable 2GF2211-8JC 10-6

SIMATRIX NEO-EXP168 SIMATRIX NEO Matrix Extension Bay 32x16‚ Expandable 2GF2211-8AB 10-5

SIMNEO A128 Alarm Box incl. 128 Alarm Inputs 2GF2211-8EA 10-5

SIMNEO Preconf.. SIMATRIX NEO V2 Preconfigured SIMATRIX NEO.. 10-6

SIMNEO-168 V2 SIMATRIX NEO V2 Modular Video Matrix S54567-C751-A1 10-4

SIMNEO-IM SIMATRIX NEO Extension Module for 16 Camera Inputs 2GF2211-8CA 10-4

SIMNEO-MO SIMATRIX NEO Preconfiguration (Make to Order) 2GF2211-8AF 10-5

SIMNEO-OM SIMATRIX NEO Main Chassis Extension Module for 8 Monitor 
Outputs

2GF2211-8DA 10-5

SIMNEO-SOM SIMATRIX NEO Extension Chassis Extension Module for 8 Monitor 
Outputs

2GF2211-8DB 10-5

SISTORE 19" Installation 
Kit

SISTORE 19" Rack Mount Kit C24245-A12-D2 11-21

SISTORE AX.. Digital Video Recorder SISTORE AX.. 11-3

SISTORE AXHDE 250 SISTORE AX Hard Disk Extension Kit 250 GB 2GF4816-8BA 11-20

SISTORE CX EDS.. Intelligent Video Detection System SISTORE CX EDS 8-2

SISTORE CX ODR.. Detection of removed or abandoned objects SISTORE CX ODR 8-2

SISTORE CX.. Intelligent Digital Video Codec SISTORE CX.. 11-16

SISTORE MX 4 I/P Release 4 Video Inputs SISTORE MX S24245-P5097-A4 11-20

SISTORE MX 8 I/P Release 8 Video Inputs SISTORE MX S24245-P5097-A1 11-20

SISTORE MX Demo Case SISTORE MX Demo Case S24245-D5110-A1 11-21

SISTORE MX DVD.. Hybrid Video Recording System SISTORE MX DVD.. 11-8

SISTORE MX Mouse SISTORE MX Mouse A5Q00009353 11-21

SISTORE MX Multichannel 
Box RCI601

SISTORE MX Multichannel-Box (GAA/ATM) S24245-F5092-A1 11-21

SISTORE MX NVR16 Network Video Recorder‚ 16 IP Cameras‚ 80 GB‚ LAN S24245-F5086-A3 11-13

SISTORE MX NVS 16 SISTORE MX NVS 16 S24245-P5099-A3 14-2

SISTORE MX NVS 32 SISTORE MX NVS 32 S24245-P5099-A4 14-2

SISTORE MX NVS 4 SISTORE MX NVS 4 S24245-P5099-A1 14-2

SISTORE MX NVS 9 SISTORE MX NVS 9 S24245-P5099-A2 14-2

SISTORE MX NVS.. SISTORE MX NVS SISTORE MX NVS.. 14-2

SISTORE MX O/P Release Video Outputs SISTORE MX S24245-P5097-A2 11-20

SISTORE MX SCSI Release SCSI SISTORE MX S24245-P5097-A3 11-20

SISTORE MX Software Up-
date

SISTORE MX Software Update on Memorystick S24245-P5097-A5 11-21

SISTORE MX USB Keyboard SISTORE MX USB Keyboard A5Q00009346 11-21

SISTORE MX WebView SISTORE MX WebView Software S24245-P5097-A6 11-20
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SISTORE MX.. Hybrid Video Recording System SISTORE MX.. 11-12

SISTORE MXHDE 250 SISTORE MX Hard Disk Extension Kit 250 GB 2GF4811-8CD 11-20

SISTORE MXHDE 500 SISTORE MX Hard Disk Extension Kit 500 GB S24245-B5093-A1 11-20

SISTORE USB ISDN Modul SISTORE MX ISDN Module 2GF4811-8FC 11-21

TP-CH Twisted Pair 19" 3U Chass for 10 Modules PSU 2GF5608-8BA 7-2

TP-RXI1 Indoor Twisted Pair Video Receiver 2GF5605-8BB 7-2

USBOPTO8 SISTORE MX Family USB Input Module 2GF4811-8CH 11-22,
14-3

USBREL 8 SISTORE MX Family USB Output Module 2GF4811-8CG 11-22,
14-3

USBREL16 SISTORE MX Family USB Input/Output Module for SISTORE MX NVR 2GF4811-8CJ 11-22,
14-3

VCH910 Ceiling Mount Bracket for ECH-B/ECH-M GBQ:A5383360001 3-9

VCH990 Pole-Adapter for VCH900‚ VPT900 Mounts GBQ:A5383520001 3-10

VCH992 Pedestal-Mount ECH-B/ECH-M GBQ:A5383490001 3-10

VCH993-230 Replacement Heater for ECH M‚ ECH S‚ 230 V AC GBQ:A5572360001 3-15

VCH993-24 Replacement Heater for ECH M‚ ECH S‚ 24 V AC GBQ:A5572490001 3-15

VCH994-230 Replacement Heater Kit for ECH-B‚ 230 V AC GBQ:A5572520001 3-15

VCH994-24 Replacement Heater Kit for ECH-B‚ 24 V AC GBQ:A5572650001 3-15

VCM910-HD Heavy-Duty Camera Wall or Ceiling Mount 170 mm GBQ:A5571550001 1-21

VIS3-Alarmbox VISILYNX Alarm Input Panel S54567-F759 10-14

VIS3-ALMCAB VC-Alarm Visilynx 3 Alarm Cable S54567-K757 10-14

VIS3-CONF VC-3CONFIG VISILYNX 3 Conf. Cable S54567-K754 10-14

VIS3-KEYCAB VC-3K Visilynx 3 Keyboard Cable S54567-K756 10-14

VIS3-PCCONCAB VC-PCCON Visilynx 3 PCCON Cable S54567-K752 10-14

VIS3-QUAD Visilynx 3 Colour Quad Module S54567-B753-A1 10-15

VIS3I-328 Visilynx 3 Integrated System Unit 32 x 8 S54567-C750-A1 10-11

VIS3I-EXP VC-3E Visilynx 3i ISU Expansion Cable S54567-K755 10-14

VK-3 VK-3 Keyboard for Visilynx Systems V3 S54561-C790 4-2

VMT900 Monitor Hanger for 12z15" CRT Monitors GBQ:A5381740001 12-11

VMT901 Wall Mount Bracket for VTM900 GBQ:A5381900001 12-11

VMT902 Hanger Ceiling Bracket for VMT900 GBQ:A5382130001 12-11

VMT903 Monitor Extension Tube for VMT902 GBQ:A5573040001 12-12

VMT910 Monitor Hanger for 20z21" CRT Monitors GBQ:A5381870001 12-11

VMT911 Wall Mount Bracket for 17z21" CRT Monitors GBQ:A5382000001 12-12

VQD300-RT Colour Quad Real-Time 12 V DC 2GF2001-8AF 9-2

WJB-12 Weatherproof Junction Box IP65 2GF1803-8AC 1-53

WMB-HM-HH Wall Mount Bracket for CHM‚ CHH 2GF1705-8GB 3-9

WMB-PT40 Wall Mount Bracket for PT40 and CDD2410 2GF1710-8AC 4-7

WMB-S-M-B Bracket for ECH-B/ECH-M 2GF1705-8LB 3-9



Notes

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

...............................................................................................

10 © Siemens Switzerland Ltd 2009



Siemens: one brand, one partner – one system
– for all your security & fire safety requirements

High-risk applications with wide area networking (WAN) –
commercial bank

Vandal-resistant domes monitor-
ing public floor areas for the
highest protection

SISTORE MX hybrid recorder,
with WAN connection to 
security office

High-resolution colour cameras
monitoring customers being 
served

19” TFT display monitor

CCTV products for this example:

High-resolution Wide Dynamic
cameras monitoring customers
entering through glass doors to
the bank

Every day small sized applications in “standalone” operation –
small convenience store or petrol station shop

Monofocal fixed domes, to 
surveil the shop

SISTORE AX4 Lite, 4 camera 
digital recorder, operating in a
standalone mode

High-resolution DIP switch
colour camera monitoring 
customers paying and forecourt

15” high-resolution public 
display monitor

CCTV products for this example:

Access Control CCTV Intruder DetectionFire Safety

Medium sized applications with local area networking (LAN) –
large supermarket with warehouse

Speed domes, to surveil all the
aisles

SISTORE AX16, 16 camera digital
recorder, with LAN connection
to head office

High-resolution IP cameras 
monitoring “sale items” on end of
aisles for Marketing purposes

15” TFT display monitor

CCTV products for this example:

CKA keyboard to control speed
domes, SIMATRIX & SISTORE AX

SISTORE CX, digital video codec
for IP transmission & recording
of warehouse cameras
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Video output

LAN

SISTORE CX EDS
Outdoor motion detection and
tracking

or

SISTORE CX ODR
Detection of abondened or
removed objects

Up to 8 surveillance channels

SIMATRIX 164
16 video inputs
4 video outputs
IVM interface

16 alarm inputs
RS232

SIMATRIX 648
Expandable up to 64 video inputs
8 video outputs
IVM interface

Max. 64 alarm inputs
RS232

SIMATRIX SYS
Expandable up to 255 video inputs
64 video outputs
IVM interface

Max. 256 alarm inputs
RS232

SISTORE AX
4/9/16 video inputs, up to 200 ips
Up to 4 audio channels
PTZ control
Export via DVD writer
IVM connection

SISTORE MX
Hybrid video recorder 
4~32 video inputs
Up to 32 IP camera inputs
Up to 200 ips
2/4 monitor outputs
1 audio channel
PTZ control
Export via DVD writer
IVM connection

SISTORE CX
Real-time video codec
4/8 video inputs, 200 ips (8 x 25 ips)
1/2 IP camera inputs
2/4 monitor outputs
PTZ control
IVM connection

SIMATRIX NEO
Expandable up to 224 video inputs
32 video outputs
Modular and scalable system
Simultaneous multi-protocol-telemetry
Ethernet connection
IVM interface

Max. 256 alarm inputs
RS232

Video input

Video input

Video input

Video input

Video input

Hybrid IP cameras

SISTORE CX
Real-time video codec
4/8 video inputs, 200 ips (8 x 25 ips)
1/2 IP camera inputs
2/4 monitor outputs
PTZ control
IVM connection
EDS compatible

SISTORE MX NVS
IP camera recording software
4/9/16/32 IP camera inputs
Mega pixel recording
PTZ control
IVM connection

SISTORE MX
Hybrid video recorder 
4~32 video inputs
Up to 32 IP camera inputs
Up to 200 ips
2/4 monitor outputs
1 audio channel
PTZ control
Export via DVD writer
IVM connection

SISTORE MX NVR
Recording up to 16 IP camera inputs
Up to 100 ips
Mega pixel recording
Up to 16 alarm inputs and outputs
(optional)

Hybrid IP fixed dome camera

SISTORE CX1
Real-time video codec
1 video input, 25 ips
1 monitor output
PTZ control
IVM connection
EDS compatible

TFT LCD display monitor

DVR remote access software

Interactive Video Management software

Remote keyboard CKA4820
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Video input

Video input

IP input

Video input

Video input

Video input

IP input

IP input

Video input
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IP input

IP input

IP input

LA
N

LA
N

Video (transmitted)

SISTORE CX
Transceiver (encoder & decoder)
Streaming:
– 200 ips encoding (CIF, 2CIF)
– 100 ips encoding (4CIF)
– 100 ips encoding & 50 ips decoding (2CIF)
– 50 ips encoding & 50 ips decoding (4CIF)
– 100 ips decoding (2CIF, 4CIF)
Compression:
4CIF = ~ DVD quality
2CIF = ~ SVHS quality
CIF = ~ VHS quality

SISTORE CX
Virtual matrix
Scalable digital solution
Video encoder & decoder in one system
Web-based control
Multi-client/multi-server access
Internal hard disk storage

Codec

Interactive Video Management system
IVM is a scalable, open, interactive system for the 
control and operation of security applications:
– Controls analogue (SIMATRIX) matrix switchers
– Display of configured site plans with cameras, 

monitors, alarm lists, log books etc.
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– Controls DVR systems (SISTORE)
– Compatible with SiPass access control
– Complete PTZ control
– Multi-client access

IVM security control
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Video output

LAN

SISTORE CX EDS
Outdoor motion detection and
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or

SISTORE CX ODR
Detection of abondened or
removed objects

Up to 8 surveillance channels
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16 video inputs
4 video outputs
IVM interface

16 alarm inputs
RS232

SIMATRIX 648
Expandable up to 64 video inputs
8 video outputs
IVM interface

Max. 64 alarm inputs
RS232
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Expandable up to 255 video inputs
64 video outputs
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Interactive Video Management system
IVM is a scalable, open, interactive system for the 
control and operation of security applications:
– Controls analogue (SIMATRIX) matrix switchers
– Display of configured site plans with cameras, 
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– Controls DVR systems (SISTORE)
– Compatible with SiPass access control
– Complete PTZ control
– Multi-client access

IVM security control
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Security, fire safety and HVAC product catalogues that are currently available 

Answers for infrastructure.

With intelligent security products and systems, we protect
people and assets everywhere.

As a basic human need, safety and security for people are a priority throughout all aspects of daily life, whether 
at home, travelling, or at work. For businesses this extends to securing assets and preventing business disruption.
We help our customers achieve their desired level of security, from transportation networks to energy supplies,
buildings and property in general, by providing them with intelligent products and systems – protecting people,
processes and assets no matter where they are. www.siemens.com/buildingtechnologies

Is this building
secure?

Am I safe walking home?

The information in this document contains general descriptions of technical options available,
which do not always have to be present in individual cases. The required features should therefore
be specified in each individual case at the time of closing the contract.
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Megatrends driving the future
The megatrends – demographic change,
urbanization, climate change and global-
ization – are shaping the world today.
These have an unprecedented impact 
on our lives and on vital sectors of our
economy.

Innovative technologies to answer
the toughest questions

Throughout a 160-year history of proven
research and engineering talent, with
more than 50,000 active patents, Siemens
has continuously provided its customers
with innovations in the areas of health-
care, energy, industry and infrastructure –
globally and locally.

Increase productivity and efficiency
through complete building life cycle
management

Building Technologies offers intelligent
integrated solutions for industry, 
commercial and residential buildings and
public infrastructure. Over the entire 
facility’s life cycle, our comprehensive and
environmentally conscious portfolio of
products, systems, solutions and services
in the fields of electrical installation tech-
nology, building automation, fire safety
and electronic security, ensures the:
– optimum comfort and highest energy

efficiency in buildings,
– safety and security for people,

processes and assets,
– increased business productivity.

Answers for infrastructure.

Siemens Limited
Building Technologies
Units 1006-10
10/F, China Resources Building
26 Harbour Road
Wanchai
Hong Kong
Tel +852 2870 7888
Fax +852 2407 4457
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